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Installation
Installationsabstände

A-Abstand über den Beschlag 25mm

B-Abstand zu Baustoffen 25mm

C-Abstand zur Wärmedämmung 25mm

6. Stellen Sie sicher, dass das Downlight fest in der Decke 
befestigt ist, schalten Sie den Strom ein.

1. Öffnen Sie ein Loch 
entsprechend der 
Ausschnittgröße des 
LED-Downlights. 

2. Öffnen Sie die 
Abdeckung des 
Anschlusskastens, siehe 
Abbildung 1.
(Modellabhängig):

Figure 1

3. Führen Sie das AC-
Hauptkabel durch die 
Leitungsklemme, führen Sie 
den L und N. jeweils zum 
Klemmenblock und 
drücken Sie dann die 
Leitungsklemme 
zusammen.

5. Halten Sie die 
Federklammern zurück 
und drücken Sie dann 
das Downlight in das 
Loch.
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4. Schließen Sie die Abdeckung 
des Anschlusskastens fest und 
stecken Sie dann den 
Anschlusskasten und den 
Treiber in das Loch.
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Installation
Install requirements

A-gap above the fitting 25mm

B-gap to the building material 25mm

C-gap to the thermal insulation 25mm

6. Make sure the downlight fixed tightly in ceiling, turn on the
power.

1. Open a hole according
to the cutout size of led
downlight.

2. Open the junction box
cover, see Figure 1.
(Model dependent):

Figure 1

3. Put the main AC wire
through line pressing clip,
feed the L.N to the fast
connection terminal block
respectively then compress
the line pressing clip.

4. Close the junction box cover
tightly,then put junction box  

5. Hold back spring clips
then push downlight into
the hole.
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and driver into the hole.


